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 Small Signal Schottky Diode 
 

 
                   Features     

● VR     100V 
● IFAV   150mA 
 

 
  Mechanical Data 

● Package: SOD-323 
● Terminals: Tin plated leads, solderable  per  

 J-STD-002 and JESD22-B102 
● Polarity: Cathode line denotes the cathode end  
● Marking:  S9 
 
 
 

■Maximum Ratings (Ta=25℃ Unless otherwise specified） 
PARAMETER SYMBOL UNIT Conditions VALUE 

V egatlov esrever kaep evititepeR RRM  001  V 

Non-Repetitive Peak Forward Surge Current IFSM mA tp=8.3ms 750 

I tnerruc drawrof egarevA FAV  051  Am 

P noitapissid rewoP D  002  Wm 

Thermal Resistance From Junction To Ambient RthJA ℃/W  526 

Junction temperature Tj ℃  521 

T egnar erutarepmet egarotS stg ℃  -55 to +150 

 
■Electrical Characteristics（Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT Conditions VALUE 

V egatlov drawroF mumixaM F 

I V F  52.0 Am1.0=

I V F  54.0 Am01=

I V F  1 Am052=

I tnerruc esreveR mumixaM R 

V Au R  3.0 V5.1=

uA VR  5.0 V01=

uA VR  1 V05=

uA VR  2 V57=

Minimum Breakdown voltage VR I V R  001 Aμ001=

Maximum Diode capacitance CD pF 
VR=0V, f =1MHZ  02 

VR=1V, f =1MHZ  21 
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■Ordering Information (Example) 

PREFERED P/N 
PACKING  

CODE 
UNIT WEIGHT(g) MINIMUM 

PACKAGE(pcs)
INNER BOX 

QUANTITY(pcs)
OUTER CARTON 
QUANTITY(pcs) 

DELIVERY 
MODE 

BAT46WS F2 Approximate 0.0048 3000 30000 120000 7” reel 

 
■ Characteristics (Typical) 
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■Outline Dimensions 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
■Soldering Footprint 
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